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BATAGO products conform to ASTM Standards.

¥Please contact ATAGO for further details.

STM for Index of Refraction of Transparent Organic Plastics

STM for Sampling and Testing Plasticizers Used in Plastics
STM for Refractive Index and Refractive Dispersion of Hydrocarbon Liquids

STM for Rubber from Synthetic Sources--Chemical Analysis

STM for Refractive Index of Viscous Materials

STM for Refractive Index and Specific Optical Dispersion of Electrical Insulating Liquids

STM for Use of the Refractometer for Determining Nonvolatile Matter (Total Solids) in Floor Polishes

STM for Measurement of Fuel System Icing Inhibitors (Ether Type) in Aviation Fuels

STM for Rubber from Synthetic Sources-Bound Styrene in SBR

B Sucrose Solution (for Brix confirmation)

Sucrose solutions for Brix confirmation are NOW available by ATAGO. Please choose for your use.

"PartNo. | Part Name ] Brix Concentration | Gontents |

RE-110010 10% Sucrose 10.00 =0.03%
RE-110020 20% Sucrose 20.00 £0.03%
RE-110030 30% Sucrose 30.00 £0.03%
Approx.5mgQ
RE-110040 40% Sucrose 40.00 %=0.04%
RE-110050 50% Sucrose 50.00 £0.05%
RE-110060 60% Sucrose 60.00 =0.05%

EXPLANATION OF ICONS

Icons for functions, specifications and scals have been added to catalog.

#Can be connected to a circulating
constant temperature bath

*Thermostatable par circulation

*Cirkulierendes konstant temperiertes
‘Wasserbad angeschlossen

= *Collegabile a bagno termostatico a

circolazione
*(onexién para bafio termostitico de
circulacion

A A LA AR

*RS-232C Interface
3 *Interface RS232C pour PC
| xInterface RS232C

| *Interfaccia RS232C

J xInterface RS232C
*RS-232CHH

*Calibration with water

* High temperature samples
= * Résistant a la chaleur

* Hitzebestaendig
* Resistente al calore

4| *Muestras De Alta Temperatura

R

*AC outlet (AC100 to 240V)
*Alimentation secteur(CA 100 & 240 V)
| *AC Ausgang (AC 100 bis 240V)
¥, *Uscita AC(AC 100 240V)

bt

*Conexién a 240V CA
*ACHEEE (AC 1003E240V)

*Refractive index scale
*Indice de réfraction

* Shelf life for these solutions is 6 weeks.

#(Can be connected to a printer

7 *Sortie imprimante

| #Verbindung mit Personalcomputer
| *Collegabile a stampante esterna

= *(Conexién para impresora

* ] SR

*Digital display

T xAffichage numérique

*Digital Anzeige

| *#Display digitale

*Pantalla digital
*WEHHR

=g *Calibration 1 point* sur eau distillée
*Kalibrierung mit Wassor #Bkala fuer Refraktive Index M Function
*Calibrazione con acqua *Indice di rifrazione 1 Specification
¥ Onlibracion con agua = xEscala de indice de refraccion :Sp | L
KB s lge i




DIGITAL ABBE REFRACTOMETER
Cat.No.1310

R-Al

T chEm Y @

By simply setting the boundary line of refraction at the
cross hairs, this refractometer directly indicates a measure-
ment value (in refractive index or Brix (%), selective) to-
gether with the temperature on a digital display. This refrac-
tometer enables anyone to easily carry out measurements
without reading analog graduation.

*Dispersion value cannot be measured with the DR-AT.

Refraction view

Display

SPECIFICATIONS

Measurement range  Refractive Index (nD) 1.3000 to 1.7100
Brix 0.0 to 95.0% (Automatic Temperature
Compensation is executed from 5 to 50°C )
Minimum scale " Refractive Index (nD) 0.0001, Brix 0.1%
Measurement accuracy : Refractive Index (nD) =0.0002, Brix ==0.1%

Measurement temperature : 5 to 50°C

Ambient temperature : 5 to 40°C
Light source
Power supply

. LED Lamp (Approximating to wavelength of D-line)
: AC adapter (100 to 240V (50/60Hz) AC input )

Power consumption : 16VA

Dimensions and weight : Refractometer 13 x 29 x 31cm, 6.0kg (main unit only)
AC adapter  10.5%17.5% 4 cm, 0.7kg

ACCESSORIES

TESt PIBCE ++rvrrrrrrrerrrr e e 1pc
Contact liquid [monobromonaphthalene](4m@) «««-«xx-seveereeaianiennas g
Allen wrench for detaching/attaching prism
Lighting adapter for solid sample -+« s
Tube band ...........................................
AC adapter (AD=13) ««+sssesisiaiisianent et n e sn e e
N O o= 1o 1=
S O THATIUER v vm v s msss onmsineessma o sm snn e o RS SRR

CIRCULATING CONSTANT
TEMPRATURE BATH

60-C3

Cat.No.1921

SPECIFICATIONS

Tank capacity : 0.52

Temperature setfing range : 10 to 60°C (water)

Temperature control : PID control method using a thermo-module
Flow Rate 40/ min

Temperature display: LED (red)

Under setting display : LED (green)

Nozzle : External diameter of 9mm, 2pieces
Temperature sensor : Platinum thermometer bulb

Under safety device : Low-water cut off device, and mechanism to prevent overheating
Power Supply  : AC100 to 240V, 50/60Hz

Power Consumption: 430VA

Dimensions & Weight: 38 x 24 x 27c¢m,11.0kg (main unit only)

Sucrose Solution on Page 1 &




ABBE REFRACTOMETER
Cat.No.1211

NAR-1Tuoun l .

The NAR-1T LIQUID is for liquid sample measurement on-
ly. This model has the Refractive Index scale and Brix
scale, and operates with D line (589nm) light source. Cali-
bration is performed using distilled water.

SPECIFICATIONS

Measurement range : Refractive Index (nD) 1.3000 to 1.7000
Brix 0.0 to 95.0%
Minimum scale : Refractive Index (nD) 0.001, Brix 0.5%

Measurement accuracy : Refractive Index (nD) =0.0002, Brix £0.1%

Measurement temperature: 5 to 50°C

Ambient temperature : 5 to 40°C

Light source : LED Lamp (Approximating to wavelength of D-line)

Power supply : AC100V to 240V , 50/60Hz

Power consumption : 5VA

Dimensions and weight : Refractometer 13 % 18 x 23cm, 2.5kg (main unit only)
Thermometer 10x11x 7 cm, 0.5kg

ACCESSORIES

Digita| tHErMOMELEE «+ =x st rr s e 1pC
AC power Cable ...................................................................... 1 pC
Lamp cable

LED |amp ..................................
Special screwdriver for calibration
Tube band ........................................................

Instruction manual ......................................................................

NAR-1T LIQUID

(NAR-1T LIQUID - SOLID)

ABBE REFRACTOMETER
Cat.No.1212 &

NAR-1Tsoun®

The NEW NAR-1T SOLID Abbe Refractometer was de-
signed for solid sample measurement (this model can also
measure liguid samples).

This model has the Refractive Index scale and Brix scale,
and operates with D line (589nm) light source.

SPECIFICATIONS

Measurement range : Refractive Index (nD) 1.3000 to 1.7000
Brix 0.0 to 95.0%

Minimum scale ! Refractive Index (nD) 0.001, Brix 0.5%
Measurement accuracy : Refractive Index (nD) =0.0002, Brix +=0.1%

Average dispersion value : nF-nC (to be calculated according to conversion table )

Measurement temperature: 5 to 50°C

Ambient temperature : 5 to 40°C

Light source :LED Lamp (Approximating to wavelength of D-line)

Power supply :AC100V to 240V , 50/60Hz

Power consumption : 5VA

Dimensions and weight: Refractometer 13 % 18 x 23cm, 2.5kg (main unit only)
Thermometer 10X 11x 7 cm, 0.5kg

ACCESSORIES

Digital therMOMELEr «+« -+ -cserrmsunimas ittt 1pc
AC POWET CADIE «-+r+++rsrsamrers sttt 1po
Lamp cable

LED |amp ..........................................................

Test piece ..................................................................... merasnan
Contact liquid [monobromonaphthalene] (4mgQ) ««exsrereremrmresrsnsneeas 1pc
Special screwdriver calibration =« =i 1pc
Milky WHite FEflEtor ==+ +=ssssrsrrsararsansnt it 1pc
TUbDE Dand sorerersrrrrr s 10pcs
INStrUCHON MAMUA| ==r=re=r=srreressrarantrmnranar st eeeees 1pc

Refraction view

Scale view

Abbe Refractometer for low refractive index measurement
In addition to our standard Abbe Refractometer NAR-1T SOLID, we can supply the following Abbe model.

@Abbe Refractometer NAR-1T - LO Cat.No.1217 (for low refractive index measurement)
Measurement range : Refractive Index (nD)1.1500 to 1.4800 / Measurement temperature : 5 to 50 C
Note:The refractometers listed above have the same scale as the NAR-1T SOLID.

To obtain the true refractive index value, simply refer to the conversion table that is provided with each unit.
% Dispersion values cannot be measured by the Abbe refractometers listed above. For further details, please inquire to the Overseas

Department at ATAGO.

Sucrose Solution on Page 1 é




ABBE REFRACTOMETER
Cat.No.1240 s
= |

ABBE REFRACTOMETER

Cat.No.1220 456

NAR-4T H«

HIGH TEMPERATURE MODEL
Designed for use with compounds that require measure-
ment at high temperatures (up to 120°C).

HIGH REFRACTIVE INDEX MODEL
Research and Development on new materials for modern
technologies is being actively conducted in every industry.

SPECIFICATIONS

Measurement range : Refractive Index (nD) 1.3000 to 1.7000
Brix 0.0 to 95.0%

. Refractive Index (nD) 0.001, Brix 0.5%
Measurement accuracy : Refractive Index (nD) +0.0002, Brix 0.1%
Average dispersion value : nF-nC (to be calculated according to conversion table )
Measurement temperature: 5 to 120°C

Minimum scale

Ambient temperature : 5 to 40°C
- LED Lamp (Approximating to wavelength of D-line)
. AC100V to 240V, 50/60 Hz

Power consumption : 5VA

Light source

Power supply

Dimensions and weight: Refractometer
Thermometer

12 x 20 % 25cm, 5.8kg (main unit only)
1011 x 7cm, 0.5kg

Many of these materials (especially polymer film and related
materials)are of high refractive index-often too high for the
existing Abbe refractometers. These can now be meas-
ured with the nD 1.4700 to 1.8700 range of the NAR-4T.

SPECIFICATIONS

Measurement range : Refractive Index (nD) 1.4700 to 1.8700
: Refractive Index (nD) 0.001

Measurement accuracy : Refractive Index (nD) +0.0002
Measurement temperature: 5 to 50°C

Minimum scale

Ambient temperature : 5 to 40°C
Light source : LED Lamp (Approximating to wavelength of D-line)
: AC100V to 240V, 50/60Hz

Power consumption : 5VA

Dimensions and weight: Refractometer 13 x 18 x 23cm, 2.5kg (main unit only)

Power supply

Thermometer 10x11x 7 cm, 0.5kg
CETEN ACGESSORIES
Digital thermometer: ==+ rrrerrrsrrasrasirmins i Digital thermometer--«+«««ss+rrrrer s 1pc
AC power cab]e ..................................................................... AC power Cable .................................................................... 1 pC
Lamp Cabie ................................................................................ Lamp Cable ..............................................................................
LED: lamp; *42t rorrnenmemeseno s oot o e s o A S R A R S LED Jampe=-s=sssemrmemses s rre s ns ot
Test piece ...... B T T S P TESt piece ............................................................................
Contact liquid [monobromonaphthalene](4mgQ) Contact liquid [monobromonaphthalene](4mg)
Special screwdriver for calibration «-----+--rssssrssrreer Contact liquid [methylene iodidecontaining sulfur solution](4m g)s««++«++++++ 1pc
Tube band Specia| screwdriver for calibration:«=«-«=««rssrsererersiniimniniiisieien. 1pc
|n5iructi0n manual ...................................................................... M|Iky Whlte reﬂector ................................................................... 1 pc
Tube band ............................................................................... 1 OpCS
INSLrUCHION MANUAL === = == rsssrssmrmmmmrmnrarrraareeranera et eeaer e ranene 1pc
Refraction Refraction
view view
11111 ”il|'“f b 'lul}}ul ml.iliu-
1.49  1.50 1.5] i
80 85 175 376 1
i i S |
Scale view Scale view

NAR-2T

@®Abbe Rerfactometer NAR-2T - LO Cat.No.1227 (for high temperature and low refractive index measurements)
Measurement range : Refractive Index (nD) 1.1500 to 1.4800 / Measurement temperature : 5 to 120 °C

@®Abbe Rerfactometer NAR-2T - HI Cat.No.1228 (for high temperature and high refractive index measurements)
Measurement range : Refractive Index (nD)1.4700 to 1.8700 / Measurement temperature : 5 to 120 °C

Another option ,
*ATAGO can supply Abbe refractometer with measurement range of "nD1.7000 to 2.0800" and with measurement temperature range of "5 to
50°C" or "5 to 120°C".

Note:The refractometers listed above have the same scale as the NAR-2T. To obtain the true refractive index value, simply refer to the
conversion table that is provided with each unit.

#Dispersion values cannot be measured by the Abbe refractometers listed above. For further details, please inquire to the Overseas
Department at ATAGO.
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ABBE REFRACTOMETER

Cat.No.1230 N AR—BT 1

PRECISION MODEL

The NAR-3T was developed to give improved measure-
ment accuracy and ease of use. This was achieved by
making fundamental improvements to the optical system,
utilizing a lager scale, incorporating a high intensity lamp
and using a double control knob to give quick and more ac-
curate control.

FEATURES

1.High accuracy obtained using a large scale.

(a) The scale is four times larger than those used in con
vensity.

(b) The minimum scale division of 0.0002 enables meas-
urements of refractive index of 0.0001 to be made.

2.Double control knob for easier operation.

(a) Fine control knob for fine adjustment gives greater ac-
curacy and enables the operator to bring the boundary
line into the center cross more quickly.

(b) This facility gives quicker operation and better reprodu-
cibility of measurements.

3.Able to measure solid and liquid samples.

(a) The high intensity lighting is suitable for the measure-

ment of both solid and liquid samples.

4 Safe electrical system.

‘(a) The high intensity lighting is suitable for the measure-
ment of both solid and liquid samples.

(b) The power supply cable is fixed to the main body of
the instrument.

5.Built-in air dryer and moisture removal device.

(a) A large cartridge drying chamber containing silicagel is
incorporated to prevent moisture condensing on the in
side of the instrument. '

(b) Means are provided for using compressed air to
remove internal moisture droplets.

SPECIFICATIONS

Measurement range : Refractive Index (nD) 1.30000 to 1.71000
Brix 0.00 to 95.00%

Minimum scale . Refractive Index (nD) 0.0002, Brix 0.1%

Measurement accuracy : Refractive Index (nD) 0.0001, Brix %0.05%

Average dispersion value : nF-nC (to be calculated according to conversion table )

Measurement temperature: 5 to 50°C

Ambient temperature : 5 to 40°C

: LED Lamp (Approximating to wavelength of D-line)

: AC100V to 240V, 50/60Hz

Power consumption @ 5VA

Dimensions and weight: Refractometer 12 x 31 x 34cm, 9.0kg (main unit only)
Thermometer 10x 11 x 7 cm, 0.5kg

Light source
Power supply

ACCESSORIES

Digital t(herMOMELET s+++ssersrresiiiiiiiiitie et 1pc
AG Power gables s s/ oV iii s i s sias 1pc
Lamp €able « eecemiriei e 1pc
LED LMD «xsrerrrerssasersesssassnmnsanisnsnniensissssneesssasssnesesssassenssssines 3pc
Allen wrench for calibration ==+ «==«=+=srerarmammmmimnaia e, 1pc
Test piece .................................................................................. 1pc
Contact liquid [monobromonaphthalene](4mg@) «-«---sseesreeienniciiaiinnn. 1pc
Air purger for dehumidfication «=s = reveser v rmmrminraiiaiiiii b crnsnvasnen 1pc
Tube band so= terreerrr i e sss s sr s se s e e 1 Opcs
INStruction MANUA srssrrerer it et s a s e s 1pc

Refraction
view

Measurement of double refraction samples

Note: Measurement of double refraction samples requires the
"Polarizing eyepiece" that is supplied optionally. Polymer film
and other compounds of this sort have different refractive indi-
ces depending on the orientation of the film (X-Y-Z axis). MUL-
TI-WAVE-LENGTH ABBE REFRACTOMETERS are best suit-
ed for measuring film orientation, etc.

¥ Please ask if you need more information for measurement
of double refraction samples.
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